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 HILUX EZUp Hoodlift EZUp Instruction kit

HL0051 LHS 106846
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HL0052 RHS
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Notice the chamfer 
on the Bottom Stud.  

Also notice the 
groove on the 
washer.

Insert the nut in the 
existing hole, flat side first 
and chamfer at the top.

HL0053 Fender Stud

Left and Right hand side of 
the vehicle is stamped 
inside Bonnet/Hood

Hold washer flush against the 
body and pull nut into groove and 
then screw to fasten.

Repeat for RHS.

Fit the LHS top bracket, and 
replace the LHS bolt. Ensure that 
the ball is facing out of the vehicle.

Fit the Lift-O-Mat to the hood/
bonnet first with the piston rod 
facing down.

OPEN HOOD
 OF VEHICLE
USING ROD
TO KEEP HOOD

 OPEN WHILST 
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 LHS HOOD 

   2

On the hood remove the LHS top bolt and leave 
the bottom bolt in place.

6Place LHS bonnet 
bracket onto
bonnet and replace bolt
with supplied bolt 

7 8
Repeat steps 4 - 7 for RHS

LEFT HAND
SIDE BONNET
AND FENDER
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Attach Ball Socket at piston end
side to the Ball Stud in bonnet/hoodlift Fender

1

 Click top Ball
 Socket onto
 Ball Stud on
Bracket
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 LEFT HAND
SIDE BONNET

Bracket
slides over
existing
bottom
bolt
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